
licence No.

ALUMINIUM DUAL SECTION EXTENSION LADDER to BS EN131
Product Code Closed Height Extended 

Height
No of 
Rungs

Weight 
(kg)

END2.5 2.5m (8’2”) 4.3m (14’1”) 9 9.8

END3.0 3.0m (9’8”) 5.3m (17’4”) 11 12.1

END3.5 3.5m (11’5”) 6.2m (20’3”) 13 13.6

END4.0 4.0m (13’1”) 7.3m (23’10”) 15 16.2

END4.5 4.5m (14’8”) 8.3m (27’2”) 17 22.6

END5.0 5.0m (16’4”) 9.0m (29’5”) 19 24.9

END5.5 5.5m (18’0”) 9.75m (31’10”) 21 29.5

ALUMINIUM TRIPLE SECTION EXTENSION LADDER to BS EN131
Product Code Closed Height Extended 

Height
No of 
Rungs

Weight 
(kg)

ENT2.5 2.5m (8’2”) 6.0m (19’7”) 9 15.6

ENT3.0 3.0m(9’8”) 7.5m (24’6”) 11 23.5

ENT3.5 3.5m (11’5”) 9.0m (29’5”) 13 28.9

ENT4.0 4.0m (13’1”) 9.75m (31’10”) 15 33.8

Light trade range designed with the needs of the light trade sector of the 
building industry in mind. Also highly recommended for DIY use. Features 
include box section stiles with recess to protect end of rungs. Deep ‘D’ 
rung for comfort and safety, large angled PVC block safety feet. Available 
in dual and triple sections. 

Clow Industrial Aluminium Steps (Class 1)

Clow Industrial Aluminium Platform Steps (Class 1)

Robust, heavy duty aluminium 
Class 1 step constructed with 
channel section front stiles and 
a box section rear frame with 
extruded treads. 

All steps are fitted with non-
slip, non marking PVC feet and 
a GRP reinforced tool tray.

This step is also available with 
additional fittings including 
hand rails and knee rails. 

Stabiliser bars can also be 
fitted if the step is to be used 
on grated floors.

Heavy duty industrial Class 1 
aluminium platform steps 
designed to give years of 
service in arduous industrial 
conditions.

Constructed with channel 
section front stiles, a box 
section rear frame and extruded 
treads, this step is extremely 
stable, rigid and strong.

Fitted with non marking PVC 
feet and a GRP reinforced tool 
tray as standard. Can also be 
supplied with optional handrails, 
kneerails and stabiliser bars.

INDUSTRIAL CLASS 1 ALUMINIUM STEPS
Product Code Height (in use) No. Of Treads Weight (kg)

ABS 3 0.75m (2’5”) 3 2.8

ABS 4 1.00m (3’3”) 4 4.3

ABS 5 1.25m (4’1”) 5 5.8

ABS 6 1.50m (4’9”) 6 7.3

ABS 7 1.75m (5’7”) 7 8.8

ABS 8 2.00m (6’6”) 8 9.1

ABS 9 2.25m (7’4”) 9 10.4

ABS 10 2.50m (8’2”) 10 11.9

ABS 11 2.75m (9’1”) 11 13.4

ABS 12 3.00m (9’8”) 12 14.3

ABS 13 ** 3.25m (10’7”) 12 15.2

INDUSTRIAL CLASS 1 ALUMNIUM PLATFORM STEPS
Product Code Height (in use) No. Of Treads 

(including platform)
Weight 
(kg)

NAPS 3 0.75m (2’5”) 3 7.9

NAPS 4 1.00m (3’3”) 4 8.6

NAPS 5 1.25m (4’1”) 5 9.8

NAPS 6 1.50m (4’9”) 6 10.7

NAPS 7 1.75m (5’7”) 7 11.9

NAPS 8 2.00m (6’6”) 8 13.1

NAPS 9 2.25m (7’4”) 9 14.3

NAPS 10 2.50m (8’2”) 10 15.5

NAPS 11 2.75m (9’1”) 11 16.9

NAPS 12 3.00m (9’8”) 12 17.9

NAPS 13** 3.25m (10’7”) 13 19.0
**Outside of British Standard specification

Clow Aluminium Stagings
Robustly constructed of aluminium box section stiles with hardwood 
infills to provide the strength required whilst being lightweight. 
The infills are easily replaced and the staging itself is virtually 
indestructible. 

Clow Heavy Duty ‘D’ Rung  Class 1 
Aluminium Ladder to BS 2037
This range of ladders is designed to withstand continuous arduous 
heavy duty use on site and in transport. It features unique ‘D’ Safety 
Rungs, which are flat-topped, providing maximum comfort and safety. 
Other features include heavy gauge box section stiles with serrated 
edges for positive hand hold and grip to walls, sills and gutters.
Available in single, double and triple sections.

ALUMINIUM CLASS 1 SINGLE SECTION LADDER
Product Code Height No. of Rungs Weight (kg)

IS2.5 2.5m (8’2”) 9 5.5

IS3.0 3.0m (9’8”) 11 6.4

IS3.5 3.5m (11’5”) 13 7.3

IS4.0 4.0m (13’1”) 15 8.2

IS4.5 4.5m (14’8”) 17 9.2

IS5.0 5.0m (16’5”) 19 10.1

IS5.5 5.5m (18’0”) 21 11.4

ALUMINIUM CLASS 1 DUAL SECTION LADDER
Product 
Code

Height Extended Height No. of 
Rungs

Weight (kg)

ID2.5 2.5m (8’2”) 4.25m (13’11”) 9 11.0

ID3.0 3.0m (9’8”) 5.25m (17’3”) 11 13.0

ID3.5 3.5m (11’5”) 6.25m (20’5”) 13 15.1

ID4.0* 4.0m (13’1”) 7.25m (23’9”) 15 21.8

ID4.5* 4.5m (14’8”) 8.25m (27’1) 17 24.2

ID5.0* 5.0m (16’4”) 9.25m (30’4”) 19 29.6

ID5.5* 5.5m (18’0”) 10.25m (33’6”) 21 32.3

ALUMINIUM CLASS 1 TRIPLE SECTION LADDER
Product 
Code

Height Extended Height No. of 
Rungs

Weight (kg)

IT2.0 2.0m (6’6”) 4.5m (14’8”) 7 13.5

IT2.5 2.5m (8’2”) 6.0m (19’7”) 9 16.9

IT3.0 3.0m (9’8”) 7.5m (24’6) 11 25.1

IT3.5 3.5m (11’5”) 9.0m (29’5) 13 32.5

IT4.0* 3.9m (12’8”) 9.4m (30’8”) 15 37.9

IT4.5* 4.4m (14’4”) 10.9m (35’8”) 17 43.1

IT5.0* 4.9m (16’1”) 12.4m (40’7”) 19 49.5

IT5.5* 5.4m (17’7”) 13.9m (45’6”) 21 54.9

* Available with rope and pulley operation (as optional extra).
  Other optional extras include:
- Wall Wheels
- Pole Hoops
- Automatic Safety Catches

Clow European Standard Aluminium Extension 
Ladder to BS EN131

ALUMINIUM STAGINGS 450mm Width
Product Code Stock Sizes Weight (kg)

AP 8 2.44m (8’) 13.0

AP 10 3.05m (10’) 15.5

AP 12 3.66m (12’) 19.0

AP 14 4.27m (14’) 22.0

AP 16 4.88m (16’) 28.0

AP 18 5.49m (18’) 31.5

AP 20 6.10m (20’) 25.0

AP 22 6.70m (22’) 38.5

AP 24 7.32m (24’) 40.0

ALUMINIUM STAGINGS 600mm Width           
Product Code Stock Sizes Weight (kg)

WAP 8 2.44m (8’) 15.6

WAP 10 3.05m (10’) 18.6

WAP 12 3.66m (12’) 22.8

WAP 14 4.27m (14’) 26.4

WAP 16 4.88m (16’) 33.6

WAP 18 5.49m (18’) 37.8

WAP 20 6.10m (20’) 42.0

WAP 22 6.70m (22’) 46.2

WAP 24 7.32m (24’) 48.0

Clow ‘Reach A Light’ 
Aluminium Ladder 
To BS EN 131

The Clow Reach-A-Light Ladder is an 
ideal solution when a self-supported and 
free standing ladder is required.

The Clow Reach-A-Light ladder can be 
used as:

A Single Section Ladder• 
A Double Extension Ladder• 
A Triple Extension Ladder• 
A Double Sided Ladder• 
A Free Standing Ladder• 

Ideal for use in churches, halls, 
gymnasiums and other high ceiling 
buildings as well as providing easy access 
to high garden hedges and trees.
 
Unique automatic rung locks prevent the 
ladder sections accidentally separating 
while in use. 

Foldable Telescopic Step

Multi-Purpose Ladder with locking mechanism 
offering 3 products in 1 - a Straight Ladder, a Stairwell Ladder and an A-Frame.

FOLDABLE TELESCOPIC STEP to BS EN131
Product 
Code

Size Straight 
Ladder (m)

A Frame 
Ladder 
(m)

Closed 
Depth

Min 
Closed 
Width

Closed 
Height

Safety 
Bar 
Width

Weight 
(kg)

FTS4 4 x 4 4.18/2.49 2.00/1.21 0.21m 0.38m 1.30m 0.71m 15.0

FTS5 4 X 5 4.74/2.49 2.26/1.47 0.21m 0.38m 1.58m 0.71m 17.5

Clow Extending Roof Ladder

These ladders are manufactured from light rectangular aluminium alloy 
with broad oval rungs at a 30° slope to allow a comfortable safe foothold. 
Underneath the stiles are aluminium bearers covered in rubber to ensure 
maximum clearance in the interest of safety. All roof ladders are fitted with 
strong curved ridge hook and rubber tyred wheels. 

The Clow Extending roof ladder is compact and easily transportable with 
a closed length of 2.9m yet when extended can cover all roofs up to 6.6m 
in length. The roof ladder is fitted with longitudinal pressure bars and 
heavy duty castors (one of which is rotatable through 360° for maximum 
manoeuvrability on the roof.) There is an extension available for the above 
ladder, giving a maximum useable length of 9.4m (30’9”) attached to a main 
ladder by aluminium spigot and retained by screw and wingnut, (ERL2).

ROOF LADDER
Product 
Code

Size (inc. Ridge 
Hook)

No of Rungs Weight (kg)

OR 12 3.66m (12’) 12 10.7

OR 14 4.27m (14’) 15 12.1

OR 16 4.88m (16’) 17 13.1

OR 18 5.49m (18’) 20 14.6

OR 20 6.10m (20’) 22 15.6

EXTENDING ROOF LADDER
Product Code Closed Length Extended Length Weight (kg)

ERL 1 3.9m (12’8”) 6.6m (21’6”) 21.2

Product Code Extension Length Weight (kg)

ERL 2 2.74m (9”) 7.9

Clow Aluminium Trestles

Clow Light Trade European Standard 
Platform Steps 
These rigid and stable platform steps offer a 
greater degree of comfort and safety due to their 
ribbed surface and large size of their platforms 
and are manufactured to EN131. 

Ideal for use within warehouses 
and stock rooms due to their easy 
manoeverability and their rigid and 
stable design.

These warehouse steps are flat 
packed for ease of transport and 
are quick and easy to assemble 
on site. 

Features include wide treads with 
deep serrations for safety, channel 
section stiles and an angle section 
rear frame. 

The aluminium platform is non- 
slip and rear wheels are fitted to 
allow steps to be easily moved. 
Double handrails are fitted to all 
sizes over NFS 4 as standard. 

Clow Mobile Platform Steps (Non-Folding)
LIGHT TRADE EUROPEAN STANDARD  STEPS

Product 
Code

Height to 
Platform

No. Of 
Treads

Weight 
(kg)

EPS 3 0.66m (2’2”) 3 3.0

EPS 4 0.88m (2’9”) 4 3.5

EPS 5 1.10m (3’6”) 5 4.5

EPS 6 1.32m (4’3”) 6 5.0

EPS 7 1.54m (5’1”) 7 6.0

EPS 8 1.76m (5’8”) 8 6.5

MOBILE PLATFORM STEPS (NON-FOLDING)
Product Code Height to Platform No. Of Treads Weight (kg)

NFS 3 0.75m (2’5”) 3 9.00

NFS 4 1.00m (3’3”) 4 10.00

NFS 5 1.25m (4’1”) 5 11.00

NFS 6 1.50m (4’8”) 6 12.00

NFS 7 1.75m (5’7”) 7 13.00

NFS 8 2.00m (6’6”) 8 14.50

NFS 9 2.25m (7’4) 9 15.75

NFS 10 2.50m (8’2”) 10 17.75

NFS 11 2.75m (9’1”) 11 19.50

NFS 12 3.00m (9’8”) 12 21.50

NFS 13 3.25m (10’7”) 13 23.50

CLOW ‘REACH-A-LIGHT’ ALUMINIUM LADDER
Product Code CRL 1 CRL 2 CRL 3 CRL 4

Extended Length as 3 Part Ladder 4.9 6.6 7.5 8.8

Extended Length as 2 Part Ladder 
or Free Standing Ladder (m)

3.4 4.5 5.3 6.1

Closed Length (m) 2.1 2.7 3.3 3.8

No. of Rungs 7 9 11 13

Weight (kg) 16.5 18.0 21.9 25.6

ALUMINIUM TRESTLES
Product Code Stock Sizes Weight (kg)

AT6 1.83m (6’) 14.1

AT8 2.44m (8’) 17.2

AT10 3.05m (10’) 21.5

AT12 3.66m (12’) 25.8

These sturdy light trade 
tradesman’s trestles are 
made from aluminium 
box section stiles and 
cross bars. Each trestle 
is hinged at the top with 
galvanised steel hinges 
to prevent over splaying. 
Strong rope ties are 
also fitted as an added 
precaution. 

WAKÜ Ladder

Clow Group Ltd
By By Appointment to

     Her Majesty the Queen
   Manufacturers of Access Equipment 

     Clow Group Ltd, Glasgow

WAKU TELESCOPIC LADDER to BS EN131
Product Code Size Max Straight Ladder Max Step Ladder Closed Height Weight

WAKU100 3 RUNGS 3.10m 1.34m 1.02m 10kg

WAKU101 4 RUNGS 4.20m 1.86m 1.29m 13kg

WAKU102 5 RUNGS 5.30m 2.40m 1.57m 16kg

WAKU103 6 RUNGS 6.40m 2.92m 1.85m 20kg

enquiries@clowgroup.co.uk
www.clowgroup.co.uk

BELFAST
2-24 Limestone Road, Belfast, BT15 3AJ

Tel: 02890 749 748
Fax: 02890 749 758

LONDON
562-584 Lea Bridge Road, London, E10 7DN

Tel: 0208 558 0300
Fax: 0208 558 0301

WEST MIDLANDS
Garrats Lane, Oldhill, Cradley Heath, B64 5AW

Tel: 0121 559 5222
Fax: 0121 559 0330

GLASGOW
185 Broad Street, Glasgow, G40 2QR

Tel: 0141 554 6272
Fax 0141 551 0813

enquiries@clowgroup.co.uk
www.clowgroup.co.uk

CLOW IRELAND LTD
67A Grange Close, Baldoyle Dublin, 13

Tel: 01 832 2221
Fax: 01 832 2255

sales@clowgroup.ie
www.clowgroup.ie

Clow Group Ltd
By By Appointment to 
Her Majesty the Queen 

Manufacturers of Access Equipment 
Clow Group Ltd, Glasgow

Clow Group Ltd

By  Appointment to 
Her Majesty the Queen 

Manufacturers of Access Equipment 
Clow Group Ltd, Glasgow

www.clowgroup.co.uk   enquiries@clowgroup.co.uk

The WAKÜ multi-purpose ladder with telescopic stile extensions has many uses:
...as a step ladder 
adjustable rung by rung to almost double it’s height, and safely locked by four strong spring bolts.Therefore one 
ladder substitutes a complete range of step ladders at different heights. 
...as a staircase ladder
the inner ladder can be telescoped upwards so that the height of each leg of the ladder is adjustable. It is this 
facility which makes it useful on uneven ground  such as a slope or on staircases. 
...as a sliding extension ladder
the WAKÜ has an automatic safety hinge. By simple adjusting this particular hinge the step ladder can be opened 
up as a straight lean-to-ladder. This lean-to-ladder can be extended rung by rung to almost four times its original 
transport size. 
...as pair of trestles
you only need one WAKÜ ladder. The inner and outer ladder can be simply separated. The two outer parts are 
hinged together using the same spring bolts as for the height adjustment. Now two trestles are available and a 
board can be put on and in between any rung forming scaffold trestles of the required length and height. 

**Outside of British Standard Specification

Steel Mobile Warehouse Steps

STEEL MOBILE WAREHOUSE STEPS 
Product Code Platform Height No. Of Treads Weight (kg)

SM2 0.5m (1’7”) 2 20Kg

SM3 0.75m (2.6”) 3 28Kg

SM4 1.0m (3’3”) 4 32Kg

SM5 1.25m (4’1”) 5 55Kg

SM6 1.5m (4’11”) 6 62Kg

SM7 1.75m (5’9”) 7 70Kg

SM8 2.0m (6’7”) 8 78Kg

SM9 2.25m (7’4”) 9 90Kg

SM10 2.5m (8’2”) 10 98Kg

SM11 2.75m (9’0”) 11 105Kg

SM12 3.0m (9’10”) 12 116Kg

SM13 3.25m (10’8”) 13 125Kg

Robust steel access steps suitable 
for most commercial and industrial 
applications.

Manufactured from tubular steel 
with a powder coated painted finish. 
Lever operated and retractable 
castors are fitted for reliable 
braking.

If PVC covered treads and a PVC 
covered platform are required 
please add the suffix 'P' to the 
catalogue code (eg. SM6P).

Special specifications of this step 
are available on request including 
flat packed, walkthrough front/sides 
and stainless steel construction.

GLASGOW (Engineering)
90 Camlachie Street, Glasgow, G31 4AD

Tel: 0141 556 6324
Fax: 0141 551 9087

Clow Aluminium Roof Ladder

Clow Reach-A-Light Ladder

LICENCE No Q 31702LICENCE No Q 07347LICENCE No Q 05618

Clow Safety Podium Step 

CLOW SAFETY PODIUM STEP 
Product 
Code

Overall 
Height

Height to 
Platform 

Width of 
Frame

Weight 
(kg)

CSPS 1.65m (5’4”) 0.55m (1’8”) 0.69m (2’3”) 18

CSPM 2.01m (6’6”) 0.78m (2’6”) 0.73m (2’4”) 27

CSPL 2.14m (7’0”) 1.02m (3’3”) 0.76m (2’5”) 29

Fully compliant with the 
2005 Working at Height 
Regulations the Clow 
Safety Podium Step 
provides safe access to 
internal ceiling heights.

It’s light alloy construction 
and folding frame makes 
access through standard 
doorways and confined 
spaces simple and 
straightforward.

The front stabiliser 
wheels, folding side 
stabilisers, integral 
guardrail and gate 
assembly means that 
the operator is always 
protected from falls.



The Clow Safety Extension Ladder is the strongest and safest on the market. 
The sides are made of the finest selected Douglas Fir, reinforced with a seven 
strand steel cable, inserted flush with the timber in the back edge which enables 
these ladders to bear a very great strain. The turned rungs are shaped from the 
finest straight grained hickory which is the toughest and hardest wood suitable 
for rungs. They are not weakended by being shouldered, but are tapered and 
glued into the sides like a cork in a bottle, thus preventing moisture getting in. 
Each ladder is well bolted together with screwed and nutted tie rods as rigidity is 
a special feature. All ladders are varnished before despatch. 

Clow Safety Extension Ladder (Class 1), Wire 
Reinforced with Automatic Catch

Standard Timber Extension Ladder (Class 1)The Standard 
Timber Extension 
Ladder is an all 
timber ladder 
designed to meet 
the requirements of 
BS 1129 Class 1. 

Wire reinforcement 
is recommended 
as an optional 
extra, giving 
the advantage 
of a lightweight 
timber ladder with 
enhanced strength.

The Standard 
Timber Extension 
Ladder is designed 
as a push up ladder 
but can also be 
rope operated 
if fitted with an 
automatic catch. 

• All ladders supplied with wall wheels and roller brackets as standard. 
• Also available with rope and pulley operation

STANDARD EXTENSION LADDER (CLASS 1)
Product Code Closed 

Height
Extension 
Height

Weight (kg)

ST8 2.44m (8’) 4.27m (14’) 16.4

ST10 3.05m (10’) 5.49m (18’) 20.5

ST12 3.66m (12’) 6.70m (22’) 24.5

ST14 4.27m (14’) 7.92m (26’) 28.6

ST16 4.88m (16’) 8.84m (29’) 32.7

ST18 5.49m (18’) 10.06m (33’) 36.8

ST20 6.10m (20’) 10.97m (36’) 40.9

2 SECTION SAFETY EXTENSION LADDER (CLASS 1)
Product Code Closed 

Height
Extension 
Height

Weight (kg)

WD18 3.04m (10’) 5.49m (18’) 21.9

WD22 3.66m (12’) 6.70m (22’) 26.4

WD26 4.27m (14’) 7.92m (26’) 30.8

WD29 4.88m (16’) 8.84m (29’) 35.2

WD33 5.49m (18’) 10.06m (33’) 39.5

WD36 6.10m (20’) 10.97m (36’) 43.9

WD40 6.70m (22’) 12.19m (40’) 48.3

WD44 7.32m (24’) 13.41m (44’) 52.7

3 SECTION SAFETY EXTENSION LADDER (CLASS 1)
Product Code Closed 

Height
Extension 
Height

Weight (kg)

WT26 3.04m (10’) 7.92m (26’) 32.9

WT30 3.66m (12’) 9.14m (30’) 39.5

WT36 4.27m (14’) 10.97m (36’) 46.1

WT40 4.88m (16’) 12.19m (40’) 52.7

WT46 5.49m (18’) 14.02m (46’) 59.3

WT52 6.10m (20’) 15.85m (52’) 65.9

WT56 6.70m (22’) 17.07m (56’) 72.5

WT60 7.32m (24’) 18.29m (60’) 79.9

Euroglas Ladder

The Euroglas Ladder is constructed from glass reinforced plastic, 
and represents the ultimate in GRP ladders. Not only are the box 
section stiles made of glass reinforced plastic, but also the rungs 
are manufactured from serrated non- slip, resin matrix glass 
reinforced tubes, which are fully bonded into specially designed 
box section stiles. The Euroglas Ladder provides a structure 
which is totally electrically insulated and has a high degree of 
weather and chemical resistance. All Euroglas Ladders and 
Steps comply with the EN131, American ANSI 14.5 and British 
ESI 13-1 Standards.  

3 SECTION EUROGLAS EXTENSION LADDER
Product 
Code

Closed 
Height

Extended 
Height

No of 
Rungs

Weight 
(kg)

TEG20 2.44m (8’) 6.00m (20’) 24 26.5

TEG24 3.05m (10’) 7.30m (24’) 30 33.1

TEG30 3.66m (12’) 9.10m (30’) 36 38.8

TEG36 4.28m (14’) 11.00m (36’) 42 44.4

TEG40 4.88m (16’) 12.20m (40’) 51 56.0

Euroglas Ladders are also 
available in specialist fire 
retardant material - FRODAL, 
(Fire Resistant Offshore Designed 
Access Ladder), conforming to 
Class 0, BS4736 Part 7.

Aluglas Ladder

The innovative Aluglas range of access 
equipment combines glassfibre sections 
with aluminium rungs. 

This range of glassfibre ladders has been 
designed specifically for professionals 
who require a lightweight, yet strong and 
durable fibreglass extension ladder. 

The stiles are constructed from pultruded 
rectangular box section glass reinforced 
plastic. The ‘D’ shaped aluminium 
rungs are secured to the stiles using a 
revolutionary method of fixing. 

The Aluglas ladder has been tested to 
comply with the strength requirements 
of the standards, EN131, ANSI 14.5 and 
BS2037 Class 1 (Rungs). 

Euroglas Industrial 
Tradesman Steps
The Euroglas Tradesman Step is 
fabricated with glassfibre serrated 
non-slip treads which are glued 
and riveted to the stiles. The 
broad top platform with a 170mm 
overall depth, combined with the 
deep 80mm treads, ensures a 
very safe and stable pair of steps. 

As the back legs, braces and 
diagonals are made of glassfibre, 
these steps are considerably 
lighter than wooden steps, yet 
are twice as strong and will take a 
safe working load of 175kg. 

Euroglas Industrial 
Platform Steps
The Euroglas Industrial Platform 
Step is manufactured to the 
same high specification as the 
Euroglas Tradesman Industrial 
Step, except that they have a 
large fibreglass non-slip standing 
platform, which takes a safe 
working load of 175kg. 

All Euroglas Ladders and Steps 
comply with the American ANSI 
14.5 Standard, European EN131 
Standard and the British ESI 13-1 
Standard. 

EUROGLAS INDUSTRIAL TRADESMAN STEPS
Product Code Size Height Weight (kg)

EGS3 3 Treads 0.88m (2’9”) 5.0

EGS4 4 Treads 1.16m (3’8”) 6.4

EGS5 5 Treads 1.43m (4’7”) 7.7

EGS6 6 Treads 1.70m (5’6”) 9.1

EGS7 7 Treads 1.98m (6’5”) 10.5

EGS8 8 Treads 2.26m (7’4”) 12.3

EGS9 9 Treads 2.53m (8’3”) 14.1

EGS10 10 Treads 2.80m (9’2”) 16.4

EUROGLAS INDUSTRIAL PLATFORM STEPS
Product Code Size Height Weight (kg)

EGPS3 3 Treads 0.88m (2’9”) 5.0

EGPS4 4 Treads 1.16m (3’8”) 6.4

EGPS5 5 Treads 1.43m (4’7”) 7.7

EGPS6 6 Treads 1.70m (5’6”) 9.1

EGPS7 7 Treads 1.98m (6’5”) 10.5

EGPS8 8 Treads 2.26m (7’4”) 12.3

EGPS9 9 Treads 2.53m (8’3”) 14.1

EGPS10 10 Treads 2.80m (9’2”) 16.4

These heavy duty industrial 
quality non-conductive steps 
are perfect for the electrical 
engineering trade and industry. 

Features include channel stiles 
and heavy duty back bars. In 
addition, the extruded serrated 
aluminium treads are double 
riveted to the front legs for 
additional strength. 

Compliant with the European 
EN131 and British BS 2037 
Standards.

TRADE & INDUSTRIAL YELLOW GLASSFIBRE STEP
Product Code Size Height Weight (kg)

GFIS03 3 Tread 0.915m (3’) 4.1

GFIS04 4 Tread 1.22m (4’) 5.4

GFIS05 5 Tread 1.52m (5’) 6.5

GFIS06 6 Tread 1.83m (6’) 7.5

GFIS08 8 Tread 2.44m (8’) 10.2

GFIS10 10 Tread 2.84m (9’3”) 14.4

Clow Tradesman Industrial Timber Steps (Class 1)
This substantially made step ladder is light, strong, rigid and safe. Treads 
are checked into the sides at 11” centres. They are well bolted together 
with 1, 2 or 3 screwed and butted tie-rods, according to height. The back 
legs are half tapped and bolted, no weakening as with morticed legs. 

These Clow Timber Staging 
Platforms, for use instead of 
scaffold planks, are 600mm 
(24”) wide to comply with 
building regulations. 

These stagings are 
reinforced with a steel cable 
on the bottom edge of the 
stiles and screwed and 
nutted tie-rods are fitted 
under every cross bar. 

Both the Clow Stagings and 
Trestles are also available 
in fibreglass - further 
information on request. 

The Clow Tradesman Trestle is 
constructed of specially selected 
Oregon pine. The bars are tenoned 
into the sides with a concealed 
mortice, not right through the side, 
thus preventing undue weakening 
of the legs and also keeping out 
moisture and subsequent rot. The 
bars at 18” centres, alternating on 
each side of the trestle, give a regular 
9” rise for scaffolding.  

Strongly bolted 
together with 
screwed and 
nutted tie-rods, 
the galvanised 
steel hinges 
are bolted to 
the sides and 
the trestle is 
fitted with nylon 
check ropes. 

Superglas Dual Section Extension Ladder
The Superglas Dual Section 
Extension Ladder is a fibreglass 
trade quality ladder which is Ultra 
Safe, Ultra Strong and Ultra Light 
Weight. 

This is a dual section ladder with 
fibreglass rails and aluminium 
rungs, which is totally insulated up 
to 35kv. 

The ladder features a rope 
operated system with a double 
locking catch mechanism and 
rocker studded feet with spikes. 

Maximum load of 150kg. 
Complies with European 
Standard EN131. 

SUPERGLAS DUAL SECTION EXTENSION LADDER

Product 
Code

Closed 
Height

Extended 
Height

Weight (kg) No of Rungs

G2 3.1m 5.2m 18.7 10

G3 3.7m 6.4m 21.7 12

G4 4.3m 7.6m 24.7 14

SINGLE SECTION ALUGLAS LADDER
Product Code Closed Height No of Rungs Weight (kg)

AGS8 2.44m (8’) 7 7.5

AGS10 3.05m (10’) 9 9.5

AGS12 3.66m (12’) 11 11.4

AGS14 4.27m (14’) 13 13.3

AGS16 4.88m (16’) 15 15.2

AGS18 5.49m (18’) 17 17.0

AGS20 6.10m (20’) 19 20.0

2 SECTION ALUGLAS EXTENSION LADDER
Product Code Closed Height Extended Height No of Rungs Weight (kg)

AGD14 2.44m (8’) 4.2m (14’) 14 15.1

AGD18 3.05m (10’) 5.49m (18’) 18 18.9

AGD22 3.66m (12’) 6.70m (22’) 22 22.7

AGD26 4.27m (14’) 7.92m (26’) 26 26.5

AGD29 4.88m (16’) 8.84m (29’) 30 30.3

AGD33 5.49m (18’) 10.06m (33’) 34 34.0

AGD36 6.10m (20’) 10.97m (36’0) 38 40.5

 3 SECTION ALUGLAS EXTENSION LADDER
Product Code Closed Height Extended Height No of Rungs Weight (kg)

AGT20 2.44m (8’) 6.2m (20’) 21 23.7

AGT27 3.05m (10’) 8.2m (27’) 27 29.4

AGT32 3.66m (12’) 9.7m (32’) 33 35.0

AGT38 4.27m (14’) 11.57m (38’) 39 40.7

AGT40 4.88m (16’) 12.0m (40’) 45 46.4

The Dual Section Ladder features a box section stile with recess to protect the end 
of the rungs and a deep ‘D’ rung for comfort and safety, with large non-slip rubber 
safety feet. 

Clow Adjustable Magic Platform 

The Clow Adjustable Magic Platform is designed to 
specifically meet all the requirements of the Working at 
Height Regulations 2005. 

Combining all the latest features to provide a safe, 
convenient, flexible and highly portable one man working 
platform, this platform offers three platforms heights in one 
product.

Easily transported on large diameter wheels through most 
standard doorways the Adjustable Magic Platform can be 
assembled in seconds. 

Integral locking stabilisers can be adjusted to allow working 
against a wall and the large platform area and toeboards, 
together with the self closing gate and full guardrail allows 
full 360° working. 

CLOW ADJUSTABLE MAGIC PLATFORM 
Platform Heights 1.08m 1.34m 1.60m

Platform Sizes 600 x 525mm

Weight 30Kg

Folded Dimensions 2.46m x 0.76m x 0.49m

Platform Capacity 150kg

Clow Aluminium FolscafThe Clow Aluminium Folscaf 
meets all the requirements of the 
Working at Height Regulations 
2005 and is the ideal lightweight 
platform to provide access to low 
level areas.

Manufactured from robust but 
lightweight alloy sections, one 
person can easily assemble the 
base section in seconds. 

The base section folds into 
a compact unit for ease of 
transportation, allowing the 
Clow Aluminium Folscaf to roll 
effortlessly through all doorways. 

Additional features include swivel 
castors with a trail and roll locking 
mechanism; integral ladder frames 
for safe access to the working 
platform; extension sections to 
increase the working height up 
to 4.5m and a large 1.9m x 0.75, 
working platform with trap door 
and anti-slip decking.

Mobile Glassfibre Scaffold Tower

2 SECTION EUROGLAS EXTENSION LADDER
Product 
Code

Closed 
Height

Extended 
Height

No of 
Rungs

Weight 
(kg)

EG14 2.44m (8’) 4.20m (14’) 16 17.7

EG18 3.05m (10’) 5.49m (18’) 20 22.1

EG22 3.66m (12’) 6.70m (22’) 24 25.9

EG26 4.28m (14’) 7.92m (26’) 28 29.6

EG29 4.88m (16’) 8.84m (29’) 34 33.4

EG33 5.39m (18’) 10.06m (33’) 38 37.1

EG36 6.10m (20’) 10.97m (36’) 42 40.9

Clow Fibreglass Folscaf

The Mobile Glassfibre Tower is inert, with no conductivity to electricity or reaction to chemicals, making it suitable 
for use within electrical environments from substations to computer rooms. 

The Mobile Glassfibre Tower is easy to assemble, as every frame being used as a base frame, with an upper 
frame or guard rail frame. Light weight, it is erected in minutes and easily transported. The Mobile Glassfibre 
Tower also conforms with the HSE recommended 3T Assembly Method, (Through The Trap).

High Resistance to 
Corrosive Materials

 Non-Conductive     
  of Heat or Cold

Electrically Safe

Light Weight

GLASSFIBRE PODIUM STEP
Overall Height 1.88m (6’1”)

Height to Platform 0.798m (2’7”)

Width of Frame 0.7m (2’3”)

Weight (kg) 38.2

• Also available with rope and pulley operation (optional extra for all models).

SINGLE SECTION EUROGLAS LADDER
Product Code Closed Height No of Rungs Weight (kg)

SEG8 2.44m (8’) 8 8.8

SEG10 3.05m (10’) 10 11.0

SEG12 3.66m (12’) 12 12.9

SEG14 4.28m (14’) 14 14.8

SEG16 4.88m (16’) 17 16.7

SEG18 5.39m (18’) 19 18.5

SEG20 6.10m (20’) 21 20.4

This single section ladder is also available as a roof ladder, code = AGR

Clow Group Ltd
By By Appointment to 
Her Majesty the Queen 

Manufacturers of Access Equipment 
Clow Group Ltd, Glasgow

www.clowgroup.co.uk   enquiries@clowgroup.co.uk

TRADESMAN TIMBER INDUSTRIAL STEPS (CLASS 1)
Product Code Size Height Closed Weight (kg)

TS 3 3 Tread 0.88m (2’9”) 6.1

TS 4 4 Tread 1.16m (3’8”) 8.2

TS 5 5 Tread 1.43m (4’7”) 10.3

TS 6 6 Tread 1.70m (5’6”) 12.3

TS 7 7 Tread 1.98m (6’5”) 14.3

TS 8 8 Tread 2.26m (7’4”) 16.4

TS 9 9 Tread 2.53m (8’3”) 18.4

TS 10 10 Tread 2.80m (9’2”) 20.5

TS 11 11 Tread 3.08m (10’1”) 22.5

TS 12 12 Tread 3.35m (11’0”) 25.0

TRADESMAN TRESTLES

Product Code Closed Height Weight (kg)

TT6 1.83m (6’) 17.4

TT 7 2.13m (7’) 20.3

TT 8 2.44m (8’) 23.2

TT 10 3.05m (10’) 29.0

TT 12 3.66m (12’) 34.8

Clow Timber Tradesman 
Trestles (Class 1) 

CLOW TIMBER STAGINGS (CLASS 1)
Product Code Closed Height Weight (kg)

SP 8 2.44m (8’) 19.2

SP 10 3.05m (10’) 24.0

SP 12 3.66m (12’) 28.8

SP 14 4.27m (14’) 33.6

SP 16 4.88m (16’) 38.4

SP 18 5.49m (18’) 43.3

SP 20 6.10m (20’) 48.0

SP 22 6.70m (22’) 52.9

SP 24 7.32m (24’) 57.7

Clow Timber Stagings (Class 1)

The Clow Fibreglass Folscaf has 
been designed to accomodate 
the requirement for a lightweight 
folding platform, which must also 
provide insulation whilst working 
on electrical installations. 

Supplied with a one piece folding 
bottom section which ensures 
the base of the platform is 
always erected correctly with the 
minimum of components.

The platform can be positioned 
in 500mm increments up to 
1860mm on the standard unit. 

A guardrail section with 
toeboards and an extension 
section are available to provide 
a maximum platform height of 
2860mm.

To allow safe access to the 
platform, one side frame has 
rungs at 250mm centres which 
are serrated to provide an 
anti-slip surface.

Clow Fibreglass Folscaf

LICENCE No Q 31702LICENCE No Q 07347LICENCE No Q 05618

Euroglas Ladder

• Also available with rope and pulley operation.

Insulated Yellow 
Glassfibre Steps with 
Aluminium Treads

Glassfibre Podium Step

• Fully Insulated
• Non conductive
• Adjustable Platform
• Folding Frame
• Non-Slip Platform
• Exceptional stability
• Integral Guardrail 
•  Integral Gate Assembly 

An insulated all glassfibre podium step offering a practical 
alternative to the step ladder for on-site working.

• Also available Clow Timber Platform Steps (Class 1).

The single piece 
folding base section 
of the Clow Fibreglass 
Folscaf ensures that the 
equipment is always 
erected correctly and 
safely with the minimum 
of components. 

Offering three different platform heights in one product, the Clow Adjustable Magic Platform provides 
well proven and reliable height adjustment up to a 3.6m working height. 


